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Greaves range of IBC Industrial Fluid Mixers and Agitators are designed 

and manufactured for use with transportable plastic IBC containers. 

A comprehensive range of variables are available for both standard 

IBC, specials and stainless steel vessels. 

Models are selected for the appropriate viscosity and specific 

gravity and can be either direct driven propeller, 

or right angled drive mixers with folding 

propellers.

Mixer Support

Lightweight stainless steel bridge, which 
mounts directly on to the IBC frame and 
is secured in place with a quick release toddle 
clamp and has fork truck handling inserts.

Applications

Dissolving, re-suspending and blending.

IBC right angled drive mixer

SDD direct drive mixer

The photo shows the optional powder feed hopper

Container

Significant savings on transfer and 
cleaning time can be obtained by using 
the IBC as a mixing vessel. Designed for 
use on 1000 litre containers with 150mm 
screw caps.

Industries

Dyestuffs • Chemicals • Textile
Food and Beverage • Paper Foundry
Water Treatment including Floccuation
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MIXER

Power Sizes

A range of power sizes are available from 
0.37 kW direct drive units to a maximum of 
1.5 kW on the heavy duty applications. All 
are supplied with 316 stainless steel contact 
parts as standard, but alternative materials 
are available for more corrosive applications.

Options

• Direct drive mixers up to either 1000 or 	
	 1500 rpm with propellers, electric or air 	
	 driven.
• Variable speed options.
• 0.37 kW, 0.55 kW, 0.75 models available. 	
	 316 stainless steel as stainless steel.

Two models of right angled drive 
compactness. All are available with 
ATEX approval:
• Electric or pneumatic drive.
• Flameproof motor.
• FDA approved lubrication.
• Oil contamination containment system.
• Folding impeller. (see picture)
• Range of single speed options for 
	 56 to 315 rpm.
• Variable speed option.
• 0.55 kW or 1.5 kW models.
• A wide range of impeller profiles available 	
from 200 to 450mm diameter, each one 	
	 selected by our application engineers for 	
	 the most efficient solution.
• 316 stainless steel.

Special Options

We can supply custom design agitators 
for all applications including transportable 
mixer drives with permanently installed 
mixer shafts and independent bearing 
housings.

Drive availability

All electric drives are IP55. All are available 
with variable speed options.
1. 240 V Phase
2. 415 V 3 Phase
3. Flameproof to ATEX requirements
4. Pneumatic
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Folding impeller open

Folding impeller closed


